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ABSTRACTED- PUB -NO: GB 2369291A 
BASIC- ABSTRACT: 

NOVELTY - A cyclone housing (30) is detachedly engaged with a cyclone structure (20) 
connected to the telescopic extension pipe of a vacuum cleaner. The housing has a 
slanted end wall (31a) with a through-hole (31b) to divide the cyclone housing 
interior into upper and lower spaces for guiding the swirling vortex flow of air and 
for collecting the contaminants separated from air, respectively. 

DETAILED DESCRIPTION - An INDEPENDENT CLAIM is included for vacuum cleaner. 

USE - Cyclone dust collector mounted on telescopic extension pipe of vacuum cleaner 
(claimed) . 

ADVANTAGE - Normal cleaning is performed regardless of orientation of the vacuum 
cleaner or dust collector. Since the grille is protected, damage to the grille is 
prevented. The presence of a dividing wall between the grille and the chamber formed 
by the dust -collector, reduces the blocking of contaminants such as hair, vinyl 
tissue in the grille and unwanted dispersal of the contaminants. 

DESCRIPTION OF DRAWING (S) - The figure shows an exploded view of the cyclone dust 
collector mounted on the vacuum cleaner. 

Cyclone structure 2 0 

Cyclone housing 3 0 

Slanted end wall 31a 

Through-hole 31b 
AB STRACTED - PUB - NO : 

US20020066262A 
EQUIVALENT-ABSTRACTS : 

NOVELTY - A cyclone housing (30) is detachedly engaged with a cyclone structure (20) 
connected to the telescopic extension pipe of a vacuum cleaner. The housing has a 
slanted end wall (31a) with a through-hole (31b) to divide the cyclone housing 
interior into upper and lower spaces for guiding the swirling vortex flow of air and 
for collecting the contaminants separated from air, respectively. 

DETAILED DESCRIPTION - An INDEPENDENT CLAIM is included for vacuum cleaner. 

USE - Cyclone dust collector mounted on telescopic extension pipe of vacuum cleaner 
(claimed) . 

ADVANTAGE - Normal cleaning is performed regardless of orientation of the vacuum 
cleaner or dust collector. Since the grille is protected, damage to the grille is 
prevented. The presence of a dividing wall between the grille and the chamber formed 
by the dust-collector, reduces the blocking of contaminants such as hair, vinyl 
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tissue in the grille and unwanted dispersal of the contaminants. 

DESCRIPTION OF DRAWING (S) - The figure shows an exploded view of the cyclone dust 
collector mounted on the vacuum cleaner. 

Cyclone structure 20 

Cyclone housing 3 0 

Slanted end wall 31a 

Through-hole 31b 
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